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(57) Abstract: The invention relates to a system for converting 
thermal to motive energy. Said system comprises at least one 
pressure vessel (1, 2, 3, 4), having at least one upper injection 
orifice (5, 6) for a warm and/or cold fluid, and at least one liquid 
piston pump (25) inside the pressure vessel (1, 2, 3, 4) which is 
coupled with a working cycle (8). The pressure vessel (1, 2, 3, 4) 
has a horizontal partition (27) that is provided with a bore (26). 
Above said partition (27), a gas or gas mixture is present, and 
below the partition (27), the liquid piston pump (25) is located. 

(57) Zusammenfassung: Eine Anordnung zum Umwandeln 
von thermischer in motorische Energie umfasst mindestens 
einen Druckbehalter (1, 2, 3, 4), der mindestens eine obere 
Einspritzoffnung (5, 6) fur ein warmes und/oder kaltes Fluid 
aufweist, und mindestens eine mit einem Arbeitskreislauf 
(8) gekoppelte Flussigkolbenpumpe (25) innerhalb des 
Druckbehalters (1, 2, 3, 4). In dem Druckbehalter (1, 2, 3, 4) 
ist eine mit einer Bohrung (26) versehene horizontale Wandung 
(27) vorgesehen, wobei sich oberhalb der Wandung (27) ein 
Gas oder Gasgemisch und unterhalb der Wandung (27) die 
Flussigkolbenpumpe (25) befindet. 
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